HY-2677T Wireless Service Calling & Management System
1. Software installation
Open the bundled(host) disc → run setup program → install the software according to the program.
After successful installation, click start → program → service caller setup C4.0 → run the program.

2. Connect the power and the data cable

Connect the power plug of the host to the socket. Connect one end of the bundled data cable to the port of the host, and another end to the serial port of the computer.
3. Enter into the software interface to setup
The software interface as below:
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3.1 Select ports
Select communication port of the software, and click the “open” button to open the port. The status will show as below picture:
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3.2 Host initialization
When first used, the system needs to be initialized. While for setting such as addition or deletion, the system can’t be initialized, and the step should be skipped.
Click the “Init Host” button, it will lead to the popup of the warning information box.
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Click the “cancel” button to exit from this operation, and OK to start initialization. After successful initialization, a box will be displayed.
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This box indicates successful initialization. If the popup box displays “over time”, it means communication failure, and you need to examine the communication port.

3.3 Setup pager number:
Set pager number and ID code, and then click “save” button.
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If setup successfully, it will display the box as follow:
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3.4 Setup requester number:

Setup the relationship between the buttons and the pagers, and the setting is stored in the chips of the host. For instance, if the signals transmitted by the No.2 button are designed to be received by the No.1 pager, you need to input correct number in the corresponding box, as follows:
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Press the “save” button, then a prompt box will be displayed, as follows:
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Then press the service button of the requester within 4 seconds.
If it displays a prompt box as below picture, it indicates setup successfully.
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3.5 Data record
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 this button, then will get the following interface:
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3.6 Reading the setup information:

Click the “Read the host” button. When reading over, it will display as below:
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After all these setup, close the communication port, you can press the requester button to check if the setup is right or not. Press the requester, the pager can receive the information.
